DESCRIPTION

Flat, Non—Reinforced e I_U_I

HARDNESS COEFFICIENT OF FRICTION TEMPERATURE RANGE

85A Stainless Steel .70 -22°F to +150°F

FDA COMPLIANT Steel .60 -30°C to +66°C

Yes UHMW 45

Working Load @ Percent Tension Weight Weight

Cross Dimensions w x h* Minimum Pulley & 4% 6% 8% 10% per foot per metre

Nailely] (in) (in) (mm) (Ibs)  (N) (Ibs)  (N) (Ibs)  (N) (Ibs)  (N) (Ibs) (%)

.055"x.375" 3/8 x 7h2s 0.9 iG] 13 5.8 17 7.6 2.1 93 .01 .015
.062"x.500" 2 x e .50 13 1.3 59 20 88 2.6 1.5 3.1 139 .02 .03
.062"x.750" ** 3/ x Yhe 1.00 25 20 8.8 3.0 13.2 39 17.2 4.7 209 .03 .04
.062"x1.50" 112x e .50 13 4.0 17.6 5.9 26.4 7.8 345 9.4 41.8 .05 .07
.062"x1.75" 13/ x e .50 13 4.6 20.5 6.9 30.8 9.0 40.2 11.0 488 .06 .09
.062"x2.00" 2 x Ve .50 13 )35 235 79 352 103 46.0 125 558 .07 .10
.062"x3.00" 3 x 6 .50 13 79 35.2 1.9 52.7 155 68.9 18.8 83.7 .10 15
.125"x.625" /8 x V8 1.00 25 33 14.8 5.0 222 6.5 29.0 79 35.1 .04 .06
.125"x1.00" 1x 8 1.00 25 53 23.6 8.0 354 104 46.3 126 56.2 .07 .10
.250"x.625" 58 x Va 2.00 51 6.6 29.6 10.0 443 13.0 57.9 15.8 70.3 .08 12
.078"x.750" 3/a x Slea .63 16 25 1.1 3.7 16.6 49 21.7 59 263 .03 .04
.090"x1.00" 1 x 382 75 19 38 17.0 57 255 75 334 9.1 40.5 .05 .07
.090"x1.25" 1 Vax 362 75 19 4.8 213 72 319 9.4 41.7 114 50.6 .06 .09
.090"x1.50" 112 x 352 75 19 57 255 8.6 383 13 50.0 137 60.7 .07 .10
.090"x2.00" 2 x3R2 75 19 7.7 34.1 15 51.0 15.0 66.7 182 81.0 .09 13

**belt has .156" radius guide.
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