Orange 85 DESCRIPTION Q

CIear 85 Round, Non-Reinforced
HARDNESS COEFFICIENT OF FRICTION TEMPERATURE RANGE
85A Stainless Steel .70 -22°F to +150°F
FDA COMPLIANT Steel .60 -30°C to +66°C
Yes UHMW 45
. . » Working Load @ Percent Tension Weight Weight
Si:t)izsn (inD)ImenSIon(irgw) ’\(/i‘rl:)“mum Puyr?;n? (Ibs)40/0 (N) (Ibs)éc/0 (N) (Ibs)8% (N) (Ibs; 00/O(N) pe(;‘bfsc;ot per(g)etre
2mm 2 .63 16 0.2 0.9 0.3 13 0.4 1.8 0.5 22 .003
342" 352 75 19 0.2 0.9 03 13 0.4 1.8 0.5 22 .004 .006
3mm 3 94 24 05 22 0.7 31 1.0 4.4 1.2 53 .006 .009
4mm 4 1.25 32 038 3.6 1.2 53 1.6 7.1 1.9 85 .01 .015
36" 3he 1.50 38 1.1 49 1.7 7.6 22 9.8 27 12.0 .01 .015
5mm 5 1.56 40 1.2 53 1.8 80 2.4 10.7 3.0 133 .02 .03
6mm 6 1.88 48 1.7 7.6 2.6 11.6 35 15.6 43 19.1 .025 .04
4" 1/a 6.3 2.00 51 1.9 85 29 129 39 173 4.8 214 .03 .04
7mm 7 2.20 56 2.4 104 3.6 16.1 4.8 214 6.0 265 .03 .04
5he" She 2.50 64 3.0 133 4.6 205 6.1 271 7.6 338 .04 .06
8mm 8 2.50 64 3.0 133 4.6 205 6.1 271 7.6 338 .04 .06
3/g" 38 9.5 3.00 76 43 19.1 6.6 294 8.8 39.1 10.9 48.5 .06 .09
10mm 10 3.13 80 4.7 209 73 325 9.7 43.1 12.0 53.4 .07 .10
12mm 12 3.75 96 6.8 305 10.6 473 14.1 62.9 174 774 .09 13
72" 1/2 125 4.00 102 7.6 338 11.8 52.5 157 69.8 19.3 85.8 .10 15
96" 9%he 4.50 114 9.7 43.1 14.9 66.3 19.9 88.5 245 109.0 13 19
58" /8 5.00 127 11.9 529 18.4 81.8 245 109.0 30.2 1343 .16 24
34" 3/a 6.00 152 17.7 78.7 26.5 179 353 157.0 435 193.5 23 34
Orange 85 ooy Dy~ 55 v (O Y O
Cleal‘ 85 Non-Reinforced Vee T-Top Crown-Top Twin Lo-Ridge-Top  Ridge-Top Hi-Ridge-Top AA /BB Ribbed Wing-Top
HARDNESS COEFFIGIENTOF FRICTION TEMPERATURE RANGE
85A Stainless Steel .70 -22°F to +150°F
FDAICOMPLIANT Steel .60 -30°C to +66°C
Yes UHMW 45
Working Load @ Percent Tension Weight Weight
= B B |
6mm x 4mm 6 x4 1.25 32 09 4.0 1.6 7.1 22 9.8 2.8 125 .02 .03
3L 38 x 7h2 1.75 45 22 9.8 37 165 5.2 23.1 6.5 289 .03 .04
3L T-Top %he6 x 19/64 2.38 60 32 142 55 245 77 34.2 9.7 431 .05 .07
3L Crown-Top She x Va 2.00 51 32 142 55 245 7.7 342 9.7 431 .05 .07
3L Twin 1506 x 17/64 213 54 6.1 271 103 45.8 145 64.5 18.4 81.8 .10 15
Z/10 10x 6.5 1.88 48 2.4 10.7 4.1 182 5.8 25.8 73 325 .05 .07
A3 12 x 5he 13x8 2.50 64 4.0 17.8 6.8 30.2 9.6 42.7 122 54.3 .07 .10
A/13 Lo-Ridge-Top 12 x 7he 2.50 64 4.0 178 6.8 30.2 9.6 42.7 122 543 .07 .10
A/13 Ridge-Top 13 x16 5.00 127 4.0 17.8 6.8 30.2 9.6 42.7 12.2 543 .09 A3
A/13 Hi-Ridge-Top 2 x 5/8 5.00 127 6.7 298 1.3 503 159 70.7 20.1 89.4 .09 13
A Twin 13/16 x 5he 2.50 64 8.2 36.5 14.0 623 19.6 87.2 24.8 1103 15 22
AA /2 x 1342 3.25 83 5.8 258 9.8 43.6 13.7 60.9 174 774 .09 13
B/17 146 x 1352 17x115 3.25 83 7.0 311 118 525 16.6 738 21.0 93.4 1 16
B/17 Ribbed 146 x 1352 3.25 83 7.0 311 11.8 525 16.6 738 210 93.4 b 16
B/17 Wing-Top 116 x 5/8 3.25 83 7.0 311 11.8 525 16.6 73.8 21.0 93.4 11 .16
BB 116 x 96 4.25 108 8.8 39.1 14.9 66.3 209 93.0 26.5 1179 .16 24
C/22 242 x 1752 22x 145 4.50 114 12.1 53.8 20.6 91.6 289 1285 36.6 162.8 19 .28
C/22 Ribbed 2942 x 1752 4.50 114 12.1 53.8 20.6 91.6 289 1285 36.6 162.8 19 .28
D/32 Ribbed 15/16 x 34 7.00 178 252 1121 427 189.9 599 266.4 758 3372 38 57

E/42 Ribbed 116 x 13A2 15.00 381 47.8 212.6 81.1 360.7 113.9 505.9 144.0 640.5 71 1.06
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